
P R O D U C T  P R O P E R T I E S

Quick-drying base coat designed for painting car bodies. It does not
require chemical curing. Dries in the air. Requires clearcoat.

R E L A T E D  P R O D U C T S  /  S Y S T E M

T 250 Solvent

M I X I N G  R A T I O S

COMPONENT BY VOLUME BY WEIGHT

Basecoat CP 2 100 g

T 250 Diluent 1 46 g

A P P L I C A T I O N  P A R A M E T E R S

Viscosity — DIN 4/20°C 16 - 19 s

Nozzle and pressure NOZZLE SIZE PRESSURE

1.2 - 1.4 2.0 – 2.2 bar (HVLP: 2 bar)

No of Coats 2 3
BASECOAT 1K CP — v1.0 12.05.2026 | TDS-009 Page 1

T E C H N I C A L  D A T A  S H E E T  —  K A R T A  T E C H N I C Z N A

BASECOAT 1K CP
Mavar Base Paint
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BASECOAT 1K CP

A P P L I C A T I O N

Mix components thoroughly

Spray application — settings as in application parameters.

Wait for curing

O V E R C O A T A B I L I T Y  &  A P P L I C A T I O N  C O N D I T I O N S

Application Conditions Apply the topcoats at least 20 minut after applying the last base coat at room temperature.
Lower temperatures increase the drying time of the base coat.

V O L A T I L E  O R G A N I C  C O M P O U N D S  /  V O C

Product VOC 760 g/l

VOC II/B/e limit* 840 g/l

* For the application-ready mixture under EU Directive 2004/42/CE

S T O R A G E  C O N D I T I O N S

SHELF LIFE

24 mo.

S A F E T Y

⚠ Personal Protective Equipment Use personal protective equipment such as, for example, spray mask, gloves
protective or a spray suit during application to protect eye, skin or road irritation respiratory. For more information
Refer to the product safety data sheet.

BASECOAT 1K CP — v1.0 12.05.2026 | TDS-009 Page 2



BASECOAT 1K CP

A D D I T I O N A L  I N F O R M A T I O N

Before use, store the material at room temperature (18–25°C). Allow the material to warm up to the temperature of the
component. Unused ready-to-use material should not be returned to the original container. For professional use only.
The above information is in line with our current knowledge of our products and their possible applications.This
information is not binding and we are not responsible for its correctness, accuracy or completeness. You are
responsible for checking the above information for its Shelf lifeand its application. Read the safety data sheets for
hazardous substances and observe the warnings and precautions on the labels.
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