
P R O D U C T  P R O P E R T I E S

Colourless varnish C 4750 2K with high scratch resistance (SR - Scratch
Resistance) is a  modern solution for demanding applications, where
not only aesthetics, but also durability and resistance to damage.
Designed for application on difficult substrates, the varnish stands out
with remarkable adhesion to a  wide range of materials, including all
kinds of Aluminium, Steeland galvanized,Steeland stainless and plastic.
It is resistant to UV and weather conditions.

R E L A T E D  P R O D U C T S  /  S Y S T E M

H 4500 Hardener

C 4750 — v1.0 27.05.2026 | TDS-014 Page 1

T E C H N I C A L  D A T A  S H E E T  —  K A R T A  T E C H N I C Z N A
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C 4750

S U B S T R A T E S  &  S U R F A C E  P R E P A R A T I O N

Aluminium, including Aluminium
polished, brushed

Degrease, mattify abrasive needled cloth, degrease again. (Possible application
without matting the substrate)

Galvanized steel Degrease, mattify abrasive needled cloth, degrease again. (Possible application
without matting the substrate)

Brass Degrease, mattify abrasive needled cloth, degrease again. (Possible application
without matting the substrate)

Steel stainless Degrease, mattify abrasive needled cloth, degrease again. (Possible application
without matting the substrate)

Steel Degrease, mattify abrasive needled cloth, degrease again. (Possible application
without matting the substrate)

Plastics (including PP
polypropylene and its mixtures)

Degrease, mattify abrasive needled cloth, degrease again.

Polyester laminates and epoxy Degrease, mattify abrasive needled cloth, degrease again.

Base varnishes The varnish works with most base varnishes available on the market.

M I X I N G  R A T I O S

COMPONENT BY VOLUME BY WEIGHT

C 4750 2 100 g

H 4500 1 50 g
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C 4750

A P P L I C A T I O N  P A R A M E T E R S

Viscosity — DIN 4/20°C 15 - 18 s

Nozzle and pressure

NOZZLE SIZE PRESSURE

1.2 - 1.4 Follow directions equipment manufacturer

No. of Coats 2-3

Dry Film Thickness 20 – 25 μm

Pot Life 2h

A P P L I C A T I O N

Mix components thoroughly

Spray application — settings as in application parameters.

Wait for curing

D R Y I N G  /  C U R I N G  T I M E S

CONDITIONS DUST FREE
OPERATIONAL

HARDNESS
FULL HARDNESS

20°C 25 min 12h 7 days

60°C - 45 min 45 min + 3 days in 20°C

NOTES

Curing times refer to the temperatures of individual elements. Varnish cured in 60°C gets a higher final hardness. It is
recommended that the temperature chamber was 10°C higher in the annealing process.
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C 4750

I R  L A M P  D R Y I N G

Distance Follow the equipment manufacturer's recommendations

Drying Time 5 - 10 min

⚠ not earlier than 10 min

E Q U I P M E N T  C L E A N I N G

Solvents for nitrocellulose products (nitro) and acrylic diluent

V O L A T I L E  O R G A N I C  C O M P O U N D S  /  V O C

Product VOC 560 g/l

VOC II/B/e limit* 840 g/l

* For the application-ready mixture under EU Directive 2004/42/CE

S T O R A G E  C O N D I T I O N S

STORAGE

15–25°C

Storage conditions The varnish should be stored in a dry, well a ventilated room, in a tightly closed, original packaging,
away from sources of fire, heat and direct sunlight.

S H E L F  L I F E

Clear varnish C 4750

24 months
20°C

Hardener H 4500

12 months
20°C

S A F E T Y

⚠ Personal Protective Equipment Use personal protective equipment such as, for example, spray mask, gloves
protective or a spray suit during application in order to protect eye, skin or respiratory irritation. For more
information reach for your card characteristics of the product.
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