
P R O D U C T  P R O P E R T I E S

Universal filler is a product for vehicle repair, which is distinguished by
its unique filling and smoothing properties. It is compatible with most
substrates used in the vehicle renovation industry, which makes it
extremely versatile. With the right consistency, the filler allows easy
and effective application.In addition, the filler is characterized by good
sandability, which facilitates precise shaping.

R E L A T E D  P R O D U C T S  /  S Y S T E M

BETOX-50PC Hardener

S U B S T R A T E S  &  S U R F A C E  P R E P A R A T I O N

Steel Grind dry with abrasive paper of grit P80 – P120 and degrease

Polyester laminates Grind dry with abrasive paper of grit P80 – P120 and degrease

Aluminium Grind abrasive needled cloth and degrease

Acrylic Foundations 2 comp. Grind dry with abrasive paper of grit P220 – P280 and degrease

Old paint coatings Grind dry with abrasive paper of grit P220 – P280 and degrease

Reactive soils, 1K acrylic
products, nitrocellulose products

Do not apply filler
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T E C H N I C A L  D A T A  S H E E T  —  K A R T A  T E C H N I C Z N A

UNI
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C O L O U R

Beżowy
VA R I A N T S

Standard version



UNI

C O L O U R  S H A D E S

Beige

M I X I N G  R A T I O S

COMPONENT BY VOLUME BY WEIGHT

Spackling paste 100 100 g

Hardener 2 2 g

A P P L I C A T I O N

Clean and sand the surface.

Degrease

Mix components thoroughly until a uniform colour is obtained. Pot life: 4
– 6 min /20°C

Apply putty

Wait for curing

Rough grinding or finishing, smooth the surface.
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UNI

D R Y I N G  /  C U R I N G  T I M E S

CONDITIONS READY TO SAND

20°C 20-30 min

60°C 10 min

S A N D I N G

SANDING TYPE GRIT

Grinding dry P80 – P120

Finish dry sanding P180 – P240

O V E R C O A T A B I L I T Y  &  A P P L I C A T I O N  C O N D I T I O N S

Overcoatable by Compatible with all Mavar brand 2K primers

Application Conditions Apply the filler at a temperature above 10°C

I R  L A M P  D R Y I N G

Distance Follow the equipment manufacturer's recommendations

Drying Time 5 - 10 min

E Q U I P M E N T  C L E A N I N G

Solvent for nitrocellulose and polyester products; acetone

V O L A T I L E  O R G A N I C  C O M P O U N D S  /  V O C

Product VOC 90 g/l

VOC II/B/b limit* 250 g/l

* For the application-ready mixture under EU Directive 2004/42/CE
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UNI

S T O R A G E  C O N D I T I O N S

Storage conditions Store in cool, dry rooms away from sources of fire and heat. Avoid exposure to direct sunlight.

S H E L F  L I F E

Spackling paste

12 months
20°C

Hardener

12 months
20°C

S A F E T Y

⚠ Personal Protective Equipment Recommended use of personal protective equipment: spray mask, protective
gloves, spray suit. See Product Data Sheet.

A D D I T I O N A L  I N F O R M A T I O N

Use personal protective equipment such as, for example, spray mask, gloves protective or a spray suit during
application to protect eye, skin or road irritation respiratory. For more information Refer to the product safety data
sheet.
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